


























MEMORANDUM 
 

The Pearl Walkover, South Padre Island  Preliminary Determination 

TO:  Shoreline Task Force 

  Natalie Bell, General Land Office 

  Carly Vaughn, General Land Office 

 

FROM: Brandon N. Hill, Director of Shoreline Management 

 

DATE:  December 22, 2016 

 

RE: Preliminary determination on the Pearl walkover 

 

The enclosed materials present plans for the mitigation of dune sands and vegetation incurred during the 

construction of the Pearl public beach access walkover. The Shoreline Management Department 

believes the calculations presented here for dune sands and vegetation displaced by the City’s efforts are 

sound, and the plans for mitigating these side effects will help to rectify any biophysical problems 

caused by the walkover’s construction. 

 

With consideration given to conformance with TAC regulations our preliminary determination is that: 

1. The proposed activity will not reduce the size of the public beach. [TAC 15.5 (b)(1)] 

 

2. The proposed activity does not appear to involve construction upon the public beach. [TAC 15.5 

(c)(1)] 

 

3. The proposed activity will not encroach upon the public beach. [TAC 15.5 (c)(1)] 

 

4. The proposed activity will not close any existing public beach accesses within the area, nor will 

the construction close or prevent the use of any existing public beach parking spaces. [TAC 15.5 

(d)(1)] 

With consideration given to the City’s Dune Protection and Beach Renourishment and Access Plan 

[B&D Ord. Section 22-10]: 

 

1. The proposed activity will not result in the potential for increased flood damage to the subject 

property or adjacent properties.  

 

2. The proposed activity will result in minimal run-off or drainage patterns that will aggravate 

erosion on and off the site.  

 

3. The proposed activity will cause minimal changes to the existing dune hydrology east of the 

Historic Building Line.  

 

4. The proposed activity will result in minimal adverse effects on dune complexes of vegetation.  

 

5. The proposed activity will not significantly increase the potential for washover or blowouts.  

 

 
             

Brandon N. Hill 



City of South Padre Island 
Shoreline Management Department 
Mitigation Plan, the Pearl Walkover 

Brandon Hill 12/22/2016 
 

Project Mitigation Overview 
 
The Pearl Walkover extends roughly 300 ft. from the HBL (seawall) to the LOV. The construction of this 
walkover involved the displacement of roughly 5000 ft2 of vegetation-covered dune and 5640 ft3 of dune 
sands. Since construction at the site ceased, wind-blown sand has filled in much of the space between the 
ground and walkover surface (designed to be 3’) and vegetation has grown in along the edges of the walkover 
so that not much space is left for use as mitigation for displaced sand and grasses. 
 
The 5640 ft3 of disturbed sand remained on the property and has since become vegetated. After seeing this 
site Natalie Bell and Angie Sunlin remarked that bringing in additional sediment would not be necessary. The 
City has met with property owner Mark Langsdale and established a shared desire to propagate a strong stand 
of dune vegetation on the property. The two areas targeted for planting are the emerging dune just south of 
the walkover and the windblown sand area between the Pearl’s property walkover and their retaining wall. 
These two locations are prime for dune vegetation to become established in.  
 
This is a benchmark for the city moving forward. We hope to allow heavily maintained areas of the shoreline 
to return to natural state. Due to the importance of the success of this planting the city has chosen to employ 
Steve Mercer of Coastal Transplants to perform the work. City staff will irrigate the surface repeatedly before 
the planting takes place. Mr. Mercer will be planting a total of 5000 ft2 of sea oats and bitter panicum with one 
culm planted on center 1’ apart. This spacing and density has been used repeatedly in USACE studies and 
shown to be more cost effective than placing two or three culms at one, in which case culms often compete 
against one another and mortality rates are higher. The planting will be scheduled for March and ought to 
take a total of three days to complete. The plants will be watered again at seven days after planting has 
concluded. The areas will be roped off utilizing PVC posts and marine grade rope. This will discourage foot 
traffic over the sensitive areas. Keep off the Dune signs will also be posted to ensure the clear intent of the 
plantings. The areas selected for planting can be seen in the attached photograph. Due to some technical 
issues a properly formatted map was not obtainable at this time. The green polygons represent the areas that 
have been identified targets for planting. While this aerial does not show the current vegetation on the lot 
these polygons reflect where there is a need. As you can see in the table there is well over 6,000 ft2 that has 
been observed. The city will be prioritizing the two largest polygons as those have the greatest need for 
vegetative stabilization.  
 
Deliverables: 
The city shall provide the plants and professional company which will handle this project 
The city will protect and monitor the health of the plots 
The city will provide before, during and after photographs of the planting areas.  
The city will provide the GLO with a final report once the project is completed.  
 
  
 
 
 



Dune excavated areas
January 2016

Areas shown in red were excavated to make room for the Pearl public beach access walkover
-square footage of vegetation displaced = 5000 ft2

-cubic footage of sand displaced = 5640 ft3

500’200’

Patrick Barrineau
9/8/16



Calculating Volume

Calculating the volume of sand displaced by 
this project proved difficult, as the ground 
surface has clearly shifted significantly since 
construction and site conditions are not 
accurately reflected from the construction 
drawings.

Using the original surveys, we constructed a 
basic model of the topography prior to 
walkover construction. We then used the 
drawings to calculate the vertical amount of 
material removed through this project. This 
number varied from zero to nine feet.

The area removed in walkover construction, 
when viewed as a cross section, is roughly 
triangular. The difference in elevation 
between the pre- and post-construction 
conditions represents the height of the 
triangle.

removed during 
construction

Graded to 2:1 
slope



Calculating Volume

Calculating the volume of sand displaced by 
this project proved difficult, as the ground 
surface has clearly shifted significantly since 
construction and site conditions are not 
accurately reflected from the construction 
drawings.

Using the original surveys, we constructed a 
basic model of the topography prior to 
walkover construction. We then used the 
drawings to calculate the vertical amount of 
material removed through this project. This 
number varied from zero to nine feet.

The area removed in walkover construction, 
when viewed as a cross section, is roughly 
triangular. The difference in elevation 
between the pre- and post-construction 
conditions represents the height of the 
triangle.

The sand was sloped at 26 degrees, 
according to blueprints. This means if the 
vertical distance removed was six feet, the 
horizontal distance scraped down would be 
twelve feet.

With measurements of the length (B) and 
height (A) of the irregular triangular prism 
representing the displaced sand, we can 
calculate the volume.

L (ft) E1 (ft) E2 (ft) A B Vol.

180 10 15 5 10 500

200 16 15 1 2 20

220 20 15 5 10 500

240 22 13 9 18 1620

260 20 12 8 16 1280

280 16 11 5 10 500

300 13 9 4 8 320

320 14 8 6 12 720

340 12 9 3 6 180

360 9 9 0 0 0

TOTAL VOLUME 5640

180 ft

200 ft

220 ft

240 ft

A

B

23 deg.







C
I
T

Y
 
O

F
 
S

O
U

T
H

 
P

A
D

R
E

 
I
S

L
A

N
D

M
O

O
N

L
I
G

H
T

 
C

I
R

C
L
E

 
B

E
A

C
H

 
A

C
C

E
S

S
 
I
M

P
R

O
V

E
M

E
N

T
S

B
E

A
C

H
 
A

C
C

E
S

S
 
#
1
3

55
5 

N
. C

AR
AN

CA
H

U
A 

ST
. S

TE
. 8

60
CO

R
PU

S 
CH

R
IS

TI
, T

X 
 7

84
01

PH
O

N
E:

 3
61

.8
26

.5
80

5
FA

X:
 3

61
.8

26
.5

80
6

IN
TE

RN
A

TI
O

N
A

L 
C

O
N

SU
LT

IN
G

 E
N

G
IN

EE
RS

T.B
.P

.E
.  

FIR
M

  R
EG

IS
TR

A
TIO

N
  #

F 
- 1

08
37

TITLE
SHEET INDEX

DRAWING NO.SHEET

C1
C2
C3

C6

CIVIL

3
4

6

TITLE SHEET/LOCATION MAP 1

2 GENERAL NOTES

EXISTING TOPOGRAPHY & CONTROL DATA

T1

STAKING PLAN

T
I
T

L
E

 
S

H
E

E
T

/
L
O

C
A

T
I
O

N
 
M

A
P

ESTIMATED QUANTITIES AND LEGEND

CITY OF SOUTH PADRE ISLAND
MOONLIGHT CIRCLE BEACH ACCESS IMPROVEMENTS

S1
S2
S3

STRUCTURAL
13
14

STRUCTURAL NOTES

FRAMING DETAILS
TIMBER WALKOVER PLAN AND PROFILE

C7
7

GRADING PLAN
C8

8
UTILITY IMPROVEMENT PLAN

C5
5

OVERALL SITE IMPROVEMENTS PLAN

C9
9

CONCRETE SIDEWALK DETAILS

VICINITY MAP
NOT TO SCALE

LOCATION MAP
NOT TO SCALE

PROJECT LOCATION

PA
D

R
E

 B
LV

D
.

LA
G

U
N

A
 M

A
D

R
E

G
U

LF
 O

F
 M

E
X

IC
O

S

N

EW

ARCHITECTURAL BARRIERS PROJECT REGISTRATION NUMBER:

EAB#: B6806872

THIS PROJECT IS FUNDED, IN PART, BY A TEXAS COASTAL
MANAGEMENT PROGRAM GRANT APPROVED BY THE TEXAS
LAND COMMISSIONER PURSUANT TO NATIONAL OCEANIC AND
ATMOSPHERIC ADMINISTRATION AWARD NO. NA14NOS4190139.

10

C4 DEMOLITION AND SWPP PLAN

C10 PAVEMENT DETAILS11

15
S4 MISCELLANEOUS STRUCTURAL DETAILS16

G
U

LF
 B

LV
D

.

C11 LAGUNA MADRE WATER DISTRICT UTILITY DETAILS12

BEACH ACCESS POINT #13

S

N

EW

G
U

LF
 O

F
 M

E
X

IC
O

G
U

LF
 B

LV
D

.

MOONLIGHT
CIRCLE

PROJECT SITE

E LANTANA ST

E HUISACHE ST

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
of

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
CONSULTANT'S SHEET

AutoCAD SHX Text
16

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
15450-03

AutoCAD SHX Text
1

AutoCAD SHX Text
11-21-16

AutoCAD SHX Text
JJ, CM

AutoCAD SHX Text
ADDED GENERAL NOTES AS PER G.L.O. COMMENTS

AutoCAD SHX Text
1

AutoCAD SHX Text
T1

AutoCAD SHX Text
MOONLIGHT CIRCLE BEACH ACCESS POINT #13

AutoCAD SHX Text
SOUTH PADRE ISLAND, TEXAS

AutoCAD SHX Text
TEXAS DEPARTMENT OF LICENSING AND REGULATION

AutoCAD SHX Text
TEXAS ACCESSIBILITY SOLUTIONS

AutoCAD SHX Text
JUSTIN K. WALTON RAS#00001329

AutoCAD SHX Text
(940) 368-1989

AutoCAD SHX Text
MOONLIGHT CIRCLE BEACH ACCESS IMPROVEMENTS ACCESS POINT #13



  

C
I
T

Y
 
O

F
 
S

O
U

T
H

 
P

A
D

R
E

 
I
S

L
A

N
D

M
O

O
N

L
I
G

H
T

 
C

I
R

C
L
E

 
B

E
A

C
H

 
A

C
C

E
S

S
 
I
M

P
R

O
V

E
M

E
N

T
S

B
E

A
C

H
 
A

C
C

E
S

S
 
#
1
3

55
5 

N
. C

AR
AN

CA
H

U
A 

ST
. S

TE
. 8

60
CO

R
PU

S 
CH

R
IS

TI
, T

X 
 7

84
01

PH
O

N
E:

 3
61

.8
26

.5
80

5
FA

X:
 3

61
.8

26
.5

80
6

IN
TE

RN
A

TI
O

N
A

L 
C

O
N

SU
LT

IN
G

 E
N

G
IN

EE
RS

T.B
.P

.E
.  

FIR
M

  R
EG

IS
TR

A
TIO

N
  #

F 
- 1

08
37

S

N

EW

D
E

M
O

L
I
T

I
O

N
 
A

N
D

 
S

W
P

P
 
P

L
A

N

AutoCAD SHX Text
WV

AutoCAD SHX Text
WM

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
EXISTING PAVED WALKING LANE

AutoCAD SHX Text
EXISTING PAVED PARKING LANE

AutoCAD SHX Text
SEVILLE CONDOMINIUMS

AutoCAD SHX Text
EXISTING CONDOMINIUMS

AutoCAD SHX Text
EXISTING PRIVATE MOBI-MAT SHALL REMAIN IN PLACE

AutoCAD SHX Text
EXISTING MOONLIGHT CIRCLE MOBI-MAT

AutoCAD SHX Text
MOONLIGHT CIRCLE

AutoCAD SHX Text
EXISTING CONCRETE AND METAL FENCE

AutoCAD SHX Text
EXISTING WOODEN FENCE ENCLOSURE

AutoCAD SHX Text
EXISTING CONCRETE AND METAL FENCE ENCLOSURE

AutoCAD SHX Text
GULF BLVD.

AutoCAD SHX Text
EXISTING ASPHALT PARKING LOT

AutoCAD SHX Text
BEACH

AutoCAD SHX Text
EXISTING TIMBER WALK

AutoCAD SHX Text
EXISTING CONCRETE HEADWALL

AutoCAD SHX Text
EXISTING ASHALT RAMP

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
of

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
CONSULTANT'S SHEET

AutoCAD SHX Text
16

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
15450-03

AutoCAD SHX Text
1

AutoCAD SHX Text
11-21-16

AutoCAD SHX Text
JJ, CM

AutoCAD SHX Text
ADDED GENERAL NOTES AS PER G.L.O. COMMENTS

AutoCAD SHX Text
5

AutoCAD SHX Text
C4

AutoCAD SHX Text
A

AutoCAD SHX Text
C4

AutoCAD SHX Text
DEMOLITION AND SWPP PLAN

AutoCAD SHX Text
C4

AutoCAD SHX Text
SCALE: 1"=20'

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
20

AutoCAD SHX Text
0

AutoCAD SHX Text
EXISTING MOBI-MAT TO BE REMOVED

AutoCAD SHX Text
BY THE CITY OF SOUTH PADRE ISLAND

AutoCAD SHX Text
PROPOSED SEDIMENT CONTROL FENCE (568 LF) 

AutoCAD SHX Text
REFER TO DETAIL 1/C4

AutoCAD SHX Text
REMOVE AND DISPOSE OF EXISTING WOODEN DECK

AutoCAD SHX Text
PROPOSED ASPHALT DEMOLITION (343 SF)

AutoCAD SHX Text
CONTRACTOR SHALL COORDINATE ALL EXCAVATION WITH OTHER RELATED WORK SUCH AS NEW CONCRETE SIDEWALK, TIMBER RAMPS AND WALKWAYS, THAT SHOW EXTENT OF NEW CONSTRUCTION. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES PRIOR TO CONSTRUCTION.  THE LOCATION OF EXISTING UNDERGROUND UTILITIES NOT SHOWN MUST BE FIELD VERIFIED. CONTRACTOR SHALL BACKFILL ALL VOIDS LEFT BY DEMOLITION AND COMPACT IN A MANNER SUITABLE TO FINAL IMPROVEMENTS. ALL DEMOLISHED MATERIAL SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE PROMPTLY REMOVED FROM THE SITE UNLESS NOTED OTHERWISE ON THE DRAWINGS. ANY DAMAGE TO EXISTING PAVEMENT, DRAINAGE, PRIVATE UTILITY, OR OTHER STRUCTURES SHALL BE REPAIRED TO PRE-CONSTRUCTION CONDITION AT CONTRACTOR'S EXPENSE. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THE SAFETY OF THE PEDESTRIANS AND ALL VEHICULAR TRAFFIC FROM CONSTRUCTION RELATED ACTIVITIES DURING THE COURSE OF THIS PROJECT.  A FENCE SHALL BE PROVIDED WHICH COMPLETELY ENCLOSES THE WORK SITE 24 HOURS A DAY. CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTION AND SAFETY OF THE WORK, WORKERS, SUBCONTRACTORS, MATERIALS, AND EQUIPMENT.

AutoCAD SHX Text
GENERAL NOTES:

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
4.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
5.

AutoCAD SHX Text
REMOVE AND DISPOSE OF EXISTING WHEEL STOP

AutoCAD SHX Text
PROPOSED ASPHALT DEMOLITION (WATERLINE TRENCH) (163 LF)

AutoCAD SHX Text
2'

AutoCAD SHX Text
4' LONG (MIN.) STEEL "T" POSTS 

AutoCAD SHX Text
OR WOOD POSTS SPACED AT

AutoCAD SHX Text
6' TO 8' MAXIMUM

AutoCAD SHX Text
CONTROL BARRIER DETAIL

AutoCAD SHX Text
TEMPORARY SEDIMENT

AutoCAD SHX Text
ATTACH THE FABRIC  ON END POSTS USING 4 EVENLY SPACED STAPLES (WOOD POSTS) OR T-CLIPS FOR STEEL POSTS

AutoCAD SHX Text
4 OZ. MIN. WOVEN

AutoCAD SHX Text
GEOTEXTILE FILTER 

AutoCAD SHX Text
TRENCH

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
2"

AutoCAD SHX Text
FABRIC

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
1

AutoCAD SHX Text
C4

AutoCAD SHX Text
C4

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
NOTE: 1. PLACE 6" OF FABRIC INTO AND  AGAINST PLACE 6" OF FABRIC INTO AND  AGAINST THE TRENCH WALL AND APPROX. 2" ACROSS TRENCH BOTTOM IN UPSTREAM DIRECTION MINIMUM TRENCH SIZE SHALL BE 6" SQUARE. BACKFILL AND HAND TAMP. 2. CONNECT THE ENDS OF SUCCESSIVE CONNECT THE ENDS OF SUCCESSIVE REINFORCEMENT SHEETS OR ROLLS A MIN. OF 6 TIMES WITH HOG RINGS.

AutoCAD SHX Text
GALVANIZED WELDED WIRE MESH (W.W.M.) WITH A MAX OPENING SIZE OF 2"x4", OR WOVEN MESH (W.M.)

AutoCAD SHX Text
FASTEN FABRIC TO TOP STRAND OF WIRE BY HOG RINGS OR CORD AT A MAX SPACING OF 15"



  

C
I
T

Y
 
O

F
 
S

O
U

T
H

 
P

A
D

R
E

 
I
S

L
A

N
D

M
O

O
N

L
I
G

H
T

 
C

I
R

C
L
E

 
B

E
A

C
H

 
A

C
C

E
S

S
 
I
M

P
R

O
V

E
M

E
N

T
S

B
E

A
C

H
 
A

C
C

E
S

S
 
#
1
3

55
5 

N
. C

AR
AN

CA
H

U
A 

ST
. S

TE
. 8

60
CO

R
PU

S 
CH

R
IS

TI
, T

X 
 7

84
01

PH
O

N
E:

 3
61

.8
26

.5
80

5
FA

X:
 3

61
.8

26
.5

80
6

IN
TE

RN
A

TI
O

N
A

L 
C

O
N

SU
LT

IN
G

 E
N

G
IN

EE
RS

T.B
.P

.E
.  

FIR
M

  R
EG

IS
TR

A
TIO

N
  #

F 
- 1

08
37

S

N

EW

O
V

E
R

A
L
L
 
S

I
T

E
 
I
M

P
R

O
V

E
M

E
N

T
S

 
P

L
A

N

¬

AutoCAD SHX Text
WV

AutoCAD SHX Text
WM

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
EXISTING PAVED WALKING LANE

AutoCAD SHX Text
EXISTING PAVED PARKING LANE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
3.9% SLOPE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
M

AutoCAD SHX Text
SEVILLE CONDOMINIUMS

AutoCAD SHX Text
EXISTING CONDOMINIUMS

AutoCAD SHX Text
EXISTING PRIVATE MOBI-MAT SHALL REMAIN IN PLACE

AutoCAD SHX Text
MOONLIGHT CIRCLE

AutoCAD SHX Text
EXISTING CONCRETE AND METAL FENCE

AutoCAD SHX Text
EXISTING WOODEN FENCE ENCLOSURE

AutoCAD SHX Text
EXISTING CONCRETE AND METAL FENCE ENCLOSURE

AutoCAD SHX Text
GULF BLVD.

AutoCAD SHX Text
EXISTING ASPHALT PARKING LOT

AutoCAD SHX Text
BEACH

AutoCAD SHX Text
EXISTING TIMBER WALK

AutoCAD SHX Text
EXISTING CONCRETE HEADWALL

AutoCAD SHX Text
EXISTING ASHALT RAMP

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
of

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
CONSULTANT'S SHEET

AutoCAD SHX Text
16

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
15450-03

AutoCAD SHX Text
1

AutoCAD SHX Text
11-21-16

AutoCAD SHX Text
JJ, CM

AutoCAD SHX Text
ADDED GENERAL NOTES AS PER G.L.O. COMMENTS

AutoCAD SHX Text
6

AutoCAD SHX Text
C5

AutoCAD SHX Text
A

AutoCAD SHX Text
C5

AutoCAD SHX Text
OVERALL SITE IMPROVEMENTS PLAN

AutoCAD SHX Text
C5

AutoCAD SHX Text
SCALE: 1"=20'

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
20

AutoCAD SHX Text
0

AutoCAD SHX Text
CONTRACTOR SHALL COORDINATE ALL EXCAVATION WITH OTHER RELATED WORK SUCH AS NEW CONCRETE SIDEWALK, TIMBER RAMPS AND WALKWAYS, THAT SHOW EXTENT OF NEW CONSTRUCTION. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF EXISTING UTILITIES PRIOR TO CONSTRUCTION.  THE LOCATION OF EXISTING UNDERGROUND UTILITIES NOT SHOWN MUST BE FIELD VERIFIED. CONTRACTOR SHALL BACKFILL ALL VOIDS LEFT BY DEMOLITION AND COMPACT IN A MANNER SUITABLE TO FINAL IMPROVEMENTS. ALL DEMOLISHED MATERIAL SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE PROMPTLY REMOVED FROM THE SITE UNLESS NOTED OTHERWISE ON THE DRAWINGS. ANY DAMAGE TO EXISTING PAVEMENT, DRAINAGE, PRIVATE UTILITY, OR OTHER STRUCTURES SHALL BE REPAIRED TO PRE-CONSTRUCTION CONDITION AT CONTRACTOR'S EXPENSE. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THE SAFETY OF THE PEDESTRIANS AND ALL VEHICULAR TRAFFIC FROM CONSTRUCTION RELATED ACTIVITIES DURING THE COURSE OF THIS PROJECT.  A FENCE SHALL BE PROVIDED WHICH COMPLETELY ENCLOSES THE WORK SITE 24 HOURS A DAY. CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTION AND SAFETY OF THE WORK, WORKERS, SUBCONTRACTORS, MATERIALS, AND EQUIPMENT.

AutoCAD SHX Text
GENERAL NOTES:

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
4.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
5.

AutoCAD SHX Text
PROPOSED LEGEND

AutoCAD SHX Text
PROPOSED CONCRETE SIDEWALK

AutoCAD SHX Text
PROPOSED TIMBER WALKOVER

AutoCAD SHX Text
SLOPE DIRECTION

AutoCAD SHX Text
TOP OF CONCRETE SIDEWALK ELEVATION

AutoCAD SHX Text
TOP OF TIMBER WALKWAY ELEVATION

AutoCAD SHX Text
14.50SW

AutoCAD SHX Text
17.00TW

AutoCAD SHX Text
FINISHED GRADE ELEVATION

AutoCAD SHX Text
00.0

AutoCAD SHX Text
TOP OF ASPHALT REPAIR ELEVATION

AutoCAD SHX Text
TOP OF CURB ELEVATION

AutoCAD SHX Text
14.50TA

AutoCAD SHX Text
17.00TC

AutoCAD SHX Text
PROPOSED ASPHALT REPAIR

AutoCAD SHX Text
TOP OF FENCE ELEVATION

AutoCAD SHX Text
17.00TF

AutoCAD SHX Text
PROPOSED SIGN

AutoCAD SHX Text
PROPOSED WHEEL STOP

AutoCAD SHX Text
TOP OF RETAINING WALL ELEVATION

AutoCAD SHX Text
14.50TR

AutoCAD SHX Text
PROPOSED BEACH ACCESS TIMBER RAMP

AutoCAD SHX Text
PROPOSED BEACH ACCESS TIMBER WALKOVER

AutoCAD SHX Text
REFER TO DWGS. C7 & S2

AutoCAD SHX Text
PROPOSED WASH STATION

AutoCAD SHX Text
REFER TO DETAIL 1/S4

AutoCAD SHX Text
REFER TO DETAIL 4, 5,  7/S3 & 5/S4

AutoCAD SHX Text
PROPOSED STRIPING (TYP.)

AutoCAD SHX Text
REFER TO DETAIL 1/C10

AutoCAD SHX Text
(12) PROPOSED WHEEL STOP

AutoCAD SHX Text
REFER TO DETAIL 6/C10

AutoCAD SHX Text
PROPOSED HANDICAP ACCESSIBLE SIGN (R7-8) AND (R7-8a)

AutoCAD SHX Text
REFER TO DETAIL 4/C10

AutoCAD SHX Text
PROPOSED ACCESSIBLE SYMBOL (TYP.)

AutoCAD SHX Text
REFER TO DETAIL 5/C10

AutoCAD SHX Text
PROPOSED GORE STRIPING (TYP.)

AutoCAD SHX Text
REFER TO DETAIL 1/C10

AutoCAD SHX Text
PROPOSED OUTDOOR ADA DRINKING FOUNTAIN

AutoCAD SHX Text
PROPOSED HANDICAP RAMP

AutoCAD SHX Text
REFER TO DETAIL 6/C9 & 3/C10

AutoCAD SHX Text
PROPOSED 5/8" METER ASSEMBLY

AutoCAD SHX Text
REFER TO DWG. C8

AutoCAD SHX Text
PROPOSED 3/4" PVC WATERLINE

AutoCAD SHX Text
REFER TO DWG. C8

AutoCAD SHX Text
REFER TO DWG. C8

AutoCAD SHX Text
PROPOSED CONCRETE SIDEWALK

AutoCAD SHX Text
REFER TO DETAIL 1, 3 & 7/C9

AutoCAD SHX Text
PROPOSED GORE STRIPING (TYP.)

AutoCAD SHX Text
REFER TO DETAIL 1/C10 (SIM.)

AutoCAD SHX Text
PROPOSED CONCRETE LANDING/SIDEWALK

AutoCAD SHX Text
REFER TO DETAIL 7/C9

AutoCAD SHX Text
PROPOSED TRASH RECEPTACLE

AutoCAD SHX Text
REFER TO DETAIL 2/C10

AutoCAD SHX Text
PROPOSED WATERLINE TRENCHING (163 LF)

AutoCAD SHX Text
REFER TO DWG. C8

AutoCAD SHX Text
PROPOSED 5/8" SADDLE TAP

AutoCAD SHX Text
REFER TO DWG. C8

AutoCAD SHX Text
PROPOSED TIMBER GUARD RAIL

AutoCAD SHX Text
REFER TO DETAIL 2 & 3/S4

AutoCAD SHX Text
PROPOSED ASPHALT REPAIR

AutoCAD SHX Text
REFER TO DETAIL 3 & 6/C9

AutoCAD SHX Text
PROPOSED BEACH ACCESS TIMBER LANDING

AutoCAD SHX Text
REFER TO DETAIL 4, 5,  7/S3 & 5/S4



S

N

E

W

C
:
\
U

s
e
r
s
\
I
C

E
\
D

e
s
k
t
o
p
\
0
0
0
0
0
0
0
1
.
j
p
g

C
I
T

Y
 
O

F
 
S

O
U

T
H

 
P

A
D

R
E

 
I
S

L
A

N
D

M
O

O
N

L
I
G

H
T

 
C

I
R

C
L
E

 
B

E
A

C
H

 
A

C
C

E
S

S
 
I
M

P
R

O
V

E
M

E
N

T
S

B
E

A
C

H
 
A

C
C

E
S

S
 
#
1
3

55
5 

N
. C

AR
AN

CA
H

U
A 

ST
. S

TE
. 8

60
CO

R
PU

S 
CH

R
IS

TI
, T

X 
 7

84
01

PH
O

N
E:

 3
61

.8
26

.5
80

5
FA

X:
 3

61
.8

26
.5

80
6

IN
TE

RN
A

TI
O

N
A

L 
C

O
N

SU
LT

IN
G

 E
N

G
IN

EE
RS

T.B
.P

.E
.  

FIR
M

  R
EG

IS
TR

A
TIO

N
  #

F 
- 1

08
37

T
I
M

B
E

R
 
W

A
L
K

O
V

E
R

P
L
A

N
 
A

N
D

 
P

R
O

F
I
L
E

AutoCAD SHX Text
WV

AutoCAD SHX Text
WM

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
EXISTING PAVED WALKING LANE

AutoCAD SHX Text
EXISTING PAVED PARKING LANE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
3.9% SLOPE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
8% SLOPE

AutoCAD SHX Text
SEVILLE CONDOMINIUMS

AutoCAD SHX Text
EXISTING CONDOMINIUMS

AutoCAD SHX Text
EXISTING PRIVATE MOBI-MAT SHALL REMAIN IN PLACE

AutoCAD SHX Text
MOONLIGHT CIRCLE

AutoCAD SHX Text
EXISTING CONCRETE AND METAL FENCE

AutoCAD SHX Text
EXISTING WOODEN FENCE ENCLOSURE

AutoCAD SHX Text
EXISTING CONCRETE AND METAL FENCE ENCLOSURE

AutoCAD SHX Text
EXISTING ASPHALT PARKING LOT

AutoCAD SHX Text
BEACH

AutoCAD SHX Text
EXISTING TIMBER WALK

AutoCAD SHX Text
EXISTING CONCRETE HEADWALL

AutoCAD SHX Text
EXISTING ASHALT RAMP

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
REVISION NO.

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
of

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
BY

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
PROJECT NO.

AutoCAD SHX Text
CONSULTANT'S SHEET

AutoCAD SHX Text
16

AutoCAD SHX Text
DRAWING NO.

AutoCAD SHX Text
15450-03

AutoCAD SHX Text
1

AutoCAD SHX Text
11-21-16

AutoCAD SHX Text
JJ, CM

AutoCAD SHX Text
ADDED GENERAL NOTES AS PER G.L.O. COMMENTS

AutoCAD SHX Text
14

AutoCAD SHX Text
S2

AutoCAD SHX Text
REFER TO CIVIL DRAWING C7 FOR GRADING PLAN. REFER TO CIVIL DRAWING C6 FOR STAKING PLAN. DIMENSIONS ARE FROM   TO   OF EACH PILE. 2X2 PICKETS AND HANDRAIL ARE NOT SHOWN FOR CLARITY.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
20

AutoCAD SHX Text
0+00

AutoCAD SHX Text
1+00

AutoCAD SHX Text
2+00

AutoCAD SHX Text
25

AutoCAD SHX Text
30

AutoCAD SHX Text
35

AutoCAD SHX Text
15

AutoCAD SHX Text
10

AutoCAD SHX Text
5

AutoCAD SHX Text
20

AutoCAD SHX Text
25

AutoCAD SHX Text
30

AutoCAD SHX Text
35

AutoCAD SHX Text
15

AutoCAD SHX Text
10

AutoCAD SHX Text
5

AutoCAD SHX Text
A

AutoCAD SHX Text
S2

AutoCAD SHX Text
BEACH TIMBER WALKOVER PLAN AND PROFILE

AutoCAD SHX Text
S2

AutoCAD SHX Text
SCALE: HORIZONTAL 1"=20'  VERTICAL 1"=5'

AutoCAD SHX Text
0

AutoCAD SHX Text
0

AutoCAD SHX Text
-5

AutoCAD SHX Text
-5

AutoCAD SHX Text
14"  TIMBER PILES

AutoCAD SHX Text
REFER TO DETAILS 2/S3, 3/S3, & 4/S3

AutoCAD SHX Text
PROPOSED CONCRETE LANDING

AutoCAD SHX Text
PROPOSED TREX TRANSCEND DECKING

AutoCAD SHX Text
EXISTING GRADE

AutoCAD SHX Text
TIMBER WALKOVER

AutoCAD SHX Text
STATION

AutoCAD SHX Text
EXISTING SAND DUNE

AutoCAD SHX Text
3+00

AutoCAD SHX Text
4+00

AutoCAD SHX Text
PROPOSED END OF WALKOVER

AutoCAD SHX Text
3.

AutoCAD SHX Text
PROPOSED 14" TIMBER PILE

AutoCAD SHX Text
4.

AutoCAD SHX Text
PROPOSED TREATED 2X12 SOUTHERN YELLOW PINE STRINGER

AutoCAD SHX Text
PROPOSED 2X6 TREATED SOUTHERN YELLOW PINE GUARD RAIL TOP

AutoCAD SHX Text
EXISTING CONCRETE HEADWALL

AutoCAD SHX Text
PROPOSED ASPHALT REPAIR

AutoCAD SHX Text
PROPOSED 4X4 TREATED SOUTHERN YELLOW PINE GUARD RAIL POSTS

AutoCAD SHX Text
REFER TO DETAIL 1/S3

AutoCAD SHX Text
REFER TO DETAILS 3/S4 & 6/C9

AutoCAD SHX Text
REFER TO DETAIL 3 & 6/C9

AutoCAD SHX Text
REFER TO SECTION 4/S3

AutoCAD SHX Text
REFER TO SECTION 4/S3

AutoCAD SHX Text
REFER TO DETAIL 1, 2 & 3/S3

AutoCAD SHX Text
REFER TO SECTION 4/S3

AutoCAD SHX Text
REFER TO DETAIL 5/S4

AutoCAD SHX Text
REFER TO DETAIL 4/S3

AutoCAD SHX Text
PROPOSED TIMBER GUARD RAIL

AutoCAD SHX Text
REFER TO DETAILS 2/S4 & 3/S4

AutoCAD SHX Text
PROPOSED  WASH STATION

AutoCAD SHX Text
REFER TO DETAIL 1/S4

AutoCAD SHX Text
LANDING A

AutoCAD SHX Text
LANDING B

AutoCAD SHX Text
LANDING C

AutoCAD SHX Text
LANDING A

AutoCAD SHX Text
LANDING C

AutoCAD SHX Text
LANDING B























































BEACH and DUNE PROTECTION PERMIT

10/25/2016

1. Legal Description:

2. Job Address:

1900 Gulf Boulevard - Las Costas Condos

3. NAME OF OWNER: Las Costas PH#956-761-6961

5. NAME OF Applicant: Peter Ravella PH#512-784-3585

   Initial

   __________

   Initial

   __________

   Initial

   __________

Shoreline Management Director, Hill                          Date            

8. Date Approved by City Council: 10/19//16

Conditions: 1.The applicant must first avoid and then mitigate for any adverse effects to dunes or dune vegetation. [31 

Tex. Admin. Code §15.4(f)(3)]; 2.Construction activities must not impact the public’s ability to access or use the beach. 

[Open Beaches Act; SPI Dune Protection and Beach Access Plan; 31 Tex. Admin. Code §15] 3.The seaward terminus of 

the Mobi-Mat shall be located to the most landward point of the public beach. [31 Tex. Admin. Code §15.7(g)(1)]; 4.The 

walkover shall not interfere with or otherwise restrict public use of the beach at normal high tides. [31 Tex. Admin. Code 

§15.7(g)(2)]; 5.The proposed activity shall minimize impacts on natural hydrology and will not cause erosion of adjacent 

properties, critical dune areas, or the public beach [31 Tex. Admin. Code §15.6(g)]; 6. The activities proposed under this 

permit application are only a portion of the compliance plan agreed upon by the applicant, the City of South Padre Island 

and the GLO. The applicant has six months from the date this permit is issued to complete the mitigation activities, the 

beach access modifications, and mobility enhancement purchases outlined above. After that time, the Land 

Commissioner may begin formal enforcement proceedings authorized by the Texas Natural Resource Code § 63.181 and 

63.1811. Under these sections, the Land Commissioner may assess administrative penalties in the amount of $50 to 

$2,000 per day for each day the violation occurs or continues. 7. During construction activities, the applicant must avoid 

any adverse effects to dunes or dune vegetation. If, after the initiation of construction it becomes clear that dunes or dune 

vegetation will be impacted, the applicant must contact the City of South Padre Island and the GLO to discuss the 

minimization and mitigation requirements. 8. The proposed construction activities must not result in the potential for 

increased flood damage to the proposed construction site or adjacent property, result in runoff or drainage patterns that 

aggravate erosion, cause significant changes to dune hydrology, adversely effect dune complexes or dune vegetation, or 

significantly increase the potential for washovers or blowouts to occur. 9. The proposed construction activities must 

minimize impacts on natural hydrology and not cause erosion of adjacent properties, critical dune areas, or the public 

beach. 

11. The applicant will work in partnership with the City of South Padre Island to apply for a separate beachfront 

construction certificate and dune protection permit to realign the adjacent Gulf Circle beach access path. Under an 

additional permit to be obtained within six months, the applicant will bring in 50 cubic yards of beach-quality sand and 

3,500 native dune plants comprising of bitter panicum and sea oats to be planted in the existing beach access pathway. 

The applicant will also purchase the necessary Mobi-mat to be placed in the newly aligned Gulf Circle beach access path 

extending from the Historic Building Line to the line of vegetation, and provide a Mobi-chair for enhanced disabled 

access.                                                                                                                                                                                      

*THIS PERMIT IS VOID UNLESS THE CONDITIONS ARE MET.*

I hereby certify and agree that all of the provisions of the local and state Beach and Dune rules 

and regulations,  building code, the zoning ordinance, and the ordinances of the City of South 

Padre Island will be complied with whether herein specified or not.  The permit may be revoked 

at any time upon violation of any of the provisions of said regulations.  I hereby agree to save, 

indemnify and keep harmless the Cityof South Padre Island against all liabilities, judgments, 

costs and expenses which may in any way accrue against said Cityby consequence of the 

granting of this permit, or from the use or occupancy of any sidewalk, street or sub-sidewalk 

placed by virtue thereof and will in all things strictly comply with the conditions of this permit.

I hereby acknowledge that the information given is true and correct to the best of my knowledge, 

and that I am the owner or the duly authorized agent of the owner.  I agree to comply with City 

and state laws regulating construction on the beach and in doing the work authorized thereby.  I 

understand that responsibility for compliance rests with the permit holder.

 Printed Name of Applicant                              Signature of applicant                                                    Date            

_______________________________            __________________________________         _________________

_______________________________            _________________

Lots 5 Block 11 Amended Padre Beach sec 1 Cameron 

County, Tx 

4. Owner mail address:    4800 Padre Blvd, SPI, Tx 78597

If the proposed work is not completed within two (2) years, this permit  becomes null and void, 

unless construction has started and the applicant continues to hold a valid building permit for 

the construction of the project.

6. Applicant mail address: 4107 Wildwood Rd. Austin Texas, 78722

 Please read and initial the following

9. Description of approved work: Remove the unpermitted "wing area extensions" that extend wider than the permitted 

7'8" width if the walkover, and to install a Mobi-mat that extends from the seaward terminus of the existing walkover to 

the beach. 

7. Date Approved byTask Force: 10/10/16

City of South Padre Island                                             
4601 Padre Boulevard
South Padre Island, TX 

78597 

Telephone (956) 761-8113       
Fax (956) 761-3898  
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